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Requirement 

Construction Contractor Daily Use Checklist 
for 

DEMOLITION 

 
 

YES 

 
 

NO 

 
 

NA 

1926.850 Has an engineering survey been performed and provided in writing of the 
structure to determine the condition of the framing, floors, and walls and 
possibility of unplanned collapse of any portion of the structure? 

   

1926.850 Have utility lines requiring to be maintained been temporarily relocated and 
protected? 

   

1926.850 Has it been determined if any type of hazardous chemicals, gases, 
explosives, flammable materials or other dangerous substances have been 
used in any pipes, tanks or other equipment and purged and/or the hazard 
eliminated prior to performing demolition operations? 

   

1926.850 Have hazards from glass fragmentation been removed? 
 

   

1926.850 Are wall openings, floor openings, floor openings used as material drops 
and areas which materials are dropped barricaded?   

   

1926.850 Are employee entrances to multistory structures completely protected by 
sidewalk sheds, canopies or both which provide protection from the face of 
the building for a minimum of 8 feet? 

   

1926.851 Are only designated stairways and passages used as access to the 
structure? 

   

1926.851 Are access stairways properly lit and maintained? 
 

   

1926.852 Are chutes erected properly and drop areas barricaded?  
 

   

1926.28 Are workers provided with dust respirators and goggles as needed? 
 

   

1926.857 Are the floor ratings provided and storage of waste material not allowed to 
exceed floor ratings? 

   

  
 

   

  
 

   

  
 

   

  
 

   

 
Supervisor Signature:  ________________________PO#/FWR#_______________     Date:  _____________          
 
Company:  ________________________________  Comments:  _________________________ 
 


